
KH 801

RESISTOR HEATING TECHNOLOGY

Cabinet Fan Heater

125 W -  800 W

Advantage of  resistor heaters is  the low start ing current

HEATER
INDICATOR
Indicator l ights up when
the heat ing e lement is  ON

INTEGRATED THERMOSTAT
Thermostat a l lows the user to select the desired temperature in  the enclosure

ROBUST
DESIGN

Aluminium Housing in  2 s izes:

Smal l :  heater opt ions of 
125 W and 200 W

Large:  heater opt ions of 
400 W and 800 W 

 
AC / DC models avai lable

INTEGRATED
FAN
Compact fan provides

uniform heating of  the

enclosures

FAN CONTROL
SWITCH

Auto mode – Fan operates only  when

the heat ing e lement is  ON

Fan on mode – Fan operates cont inuously

 to c irculate the a ir  in  the enclosure
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FEATURES
•	 Adjustable thermostat
•	 Indicator Light
•	 Fan Auto / ON switch
•	 Screw / DIN Clip mounting

Order number Power output Fan air flow Voltage / Frequency Operating temp. 
range

Dimensions 
(H x W x D)

801125A44001 125 W 27 m3/h / 15.89 cfm 230 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

137 x 111 x 116 mm
5.39 x 4.09 x 4.61 in

801125A33001 125 W 27 m3/h / 15.89 cfm 120 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

137 x 111 x 116 mm
5.39 x 4.09 x 4.61 in

801125D22001 125 W 27 m3/h / 15.89 cfm 24 V DC -20°C - +40°C
-4°F - +104°F

137 x 111 x 116 mm
5.39 x 4.09 x 4.61 in

801200A44001 200 W 27 m3/h / 15.89 cfm 230 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

137 x 111 x 116 mm
5.39 x 4.09 x 4.61 in

801200A33001 200 W 27 m3/h / 15.89 cfm 120 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

137 x 111 x 116 mm
5.39 x 4.09 x 4.61 in

801200D22001 200 W 27 m3/h / 15.89 cfm 24 V DC -20°C - +40°C
-4°F - +104°F

137 x 111 x 116 mm
5.39 x 4.09 x 4.61 in

801400A44001 400 W 44 m3/h / 25.90 cfm 230 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

190 x 111 x 116 mm
7.48 x 4.09 x 4.61 in

801400A33001 400 W 44 m3/h / 25.90 cfm 120 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

190 x 111 x 116 mm
7.48 x 4.09 x 4.61 in

801800A44001 800 W 44 m3/h / 25.90 cfm 230 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

190 x 111 x 116 mm
7.48 x 4.09 x 4.61 in

801800A33001 800 W 44 m3/h / 25.90 cfm 120 V - 50/60 Hz -20°C - +40°C
-4°F - +104°F

190 x 111 x 116 mm
7.48 x 4.09 x 4.61 in

111 [4.09]

116 [4.61]
127 [5]

86 [3.38]

137 [5.39]

ø 6.35 x 12.7
[ø 0.25 x 0.5]

86 [3.38]

178 [7]

190 [7.48]

ø 6.35 x 12.7
[ø 0.25 x 0.5]

CABINET HEATER

DIN RAIL CLIP

M4 x12 SCREWS

P/N: SP-KH801-AK-1
DIN RAIL MOUNTING CLIP
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